Kuenzi Barn

South side of a town road
approximately 2 miles west of the
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1 mile east of Countly Trunk IEM
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HISTOBIC AMERTCAN BUILDINGS SURVEY
KUENZYT BARN
South side of a town road épproxim&tely 2 miles
west of the village of Lebanon, approximately
1 mile east of County Trunk EM, watertown VlClnlty,
Dodge County, WlS.:

‘Leonard Kuenzi,.Rb. 2, Watertown, Wis.

‘Present Occupart

| __of the Farm

. Leonard Kuenzi,
-Present USe Barm,
*.1Brlef Statement . o . 4 =
of Slgnlflcance : This barn is one of few remaining examples of farm

‘out-buildings built of German: half—tlmber(Facha
werkbau) constructien, .

HISTORICAL INFORMATION

“Original and subsequent owners: The chain of title has

not been ascertained; all that 1s known is that an early
owner was named Ferdﬂnand Paetsch,

. Puilder: Possibly FErdinand_Paetsch}a

a, Interview with Mrs. Leonard Kuenzi, Rt. 2, Watertown,

b, Richard ¥, E. Perrin, "'Fachwerkbau' Houges in
Wisconsin," Journal of the Society of Architectural
Historians, vol, XVIII, no. 1 {March, 1959}, pp.29-33.

PART T,
A, Physical History
1,
2, Date of erection: ca, 1850.
3,
" 4. Source of information
Wisconsin,
B-

Likely Sources not yet investigated: A search of the abstract
would complete the chain of title but Would probably add little
~to the. hlstory of the building.
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. PART.II. ARCHTIECTURAL THFORMATION

Al

General Statement

1.

2.

prchitectural charscter: This is a typical Cerman half-
timber barn, with red dbrick nogging manufactured in the
neighboring vieinity of Hustisford. ' '

Condition of fabric: Meintained in zctive use.

Technical Descripbion of ‘Exterior

1.

2.

i

.3'Technlcal DescriptLon of Inberlors

1

PR Shepe, coverlng Gabled wc:rod shlngles

- b.ﬁuFram1ﬁg 6" x 6“ oak rafters resting on ?” 9" tcp

: Interler part1t10nv are framed wzth.heav‘

Overall dimensions: 20! x 46'; 1-1/2 stories.

Foundations: Nalive fieldstone; 

. Wall construction: Framing members of nabive whi%e[bék;(

mortised, tennoned and pegged. Vertical members are
contlnuou° and rest on wood sill, Horizontal members. frame:
into vertical members to form openings and support Toft
floor and roof. Wogging in framing panels of red Hustbis-
ford brick, are laid in two courses with only an oc6351onalﬂ
bond .

thmneys: None.

Openings

a.'_Doorways and doors: Barn.type, board and batten. ;

b, Windows: Small, 24ﬂ x 24" 6 light, flxed sash.,.'

Roof

Copirt with 4" x 6" Lie-beams on alternate rafters.

“Rafters 4' - 0", o,c. Gable ends closed with ver :|.ca1-"_;,= L

: 'Tboards and batten

Floor plang:  The 1ower floor cans¢sts ol two large coms
“separated by o narvow ‘cenber room which ¢ i
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hllCﬂ nogging glmilar to exterior walls, The loft is
opent, bul the floor over the center room is lowered
approxlmately 2t - O“

2. OStairways: One stalrway in center room to loft.

3. Flooring: The lower floor is now concrete, but origi-
nelly was wood on 8" x 10" joists resting on foundation
walls. £t floor: wood on heavy joists supported on
framing girt except in the center room where the upper
floor rests on logs,

4. Wall and ceiling finigh: Uhfinished,_expﬁéed Struﬁﬁure.

5, Doorways and doors: Single board and batten door..

6. Hardware: wostly modern service type bul two good palr
of wrought iron strsp hinges survive on the upper-part
of the center barn door . e

7. Lighting: HNone.

a8, Héafing: None,

General setting and orientation: Main axis north and south.
The building is a working part of a typical Wisconsin farm
group; no landscaping of othér site improvements,

Prepared by Henry C. Edwards, Aréhiteét.
National Park Service, 143 South Third
Street, Phila. 6, Pa, - August 1960 E

Additionial Source of Information: Richard W. E. Perrin,
"Historic Wisconsin Buildings, A Survey of Piloneer Architec-
ture, 1835-1870," lore, vol. X, no. 3' {Milwaukee: Friends of =
the Museum of tne Nhlwaukee Publle Museum, Summer, 1963), PP




